
HOW TO SET UP AN ARTIFICIAL TREE

When you order a tree to mount from By Faux, you receive 3 differents items in 2 seperate
packages.

TREE TRUNK BRANCHES WOOD PULP + SCREWS

Hardware needed and safety :

To assembly your tree, you only need a screwdriver and a stepladder. You must securely attach
the trunk to its support at the beginning or at the end of your installation. In all cases, pay
attention to safety rules when mounting your tree : risk of falling when you put branches and
risk of the tree falling during handling. 

Step 1

Each branch goes to a specific location. Each branch has a mark and the same mark is written
on the trunk inside the interlocking. We advise you to start by installing the branches at the top
and then go down. 



STEP 2

It is very important to well open branches to give them a natural move before installing them. Feel
free to take several minutes to open one branch. The ramifications are in reinfored rods, so you can
handle them : be careful to stay in the direction of their insertion into the branch in order not to
break them. 

STEP 3

Fit the branch correctly. A small screw is present on the branch, it must match perfectly to the
notch present on the trunk. 
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STEP 4

Fix the branch thanks to a provided screw (in the small bag). Nothing should interfere inside the
hole, the screw must enter easily. If this is not ok, remove the branch and replace it correctly, then
screw. 

STEP 5

Open branches one by one and install them progressively on the trunk. Once all branches are
installed and screwed, put wood pulp to hide screws and junctions. Be careful, once the wood pulp
is applied, it will be quite difficult to remove branches. Use a wet cloth to spread the pulp evenly.
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VIDEO TUTORIAL

FINAL RESULT
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